
C25
IC-PNEUMATIC	 LPG/DIESEL
4000 / 5000 / 6000 / 7000 lbs.
(2000 / 2500 / 3000 / 3300 kg)

For more information on this model and the full line of CLARK Forklifts, find you local CLARK Dealer at www.clarkmhc.com.

®

2.4 liter balanced engine • EPA compliant • Electronic governor • Fuel system diagnostics • Low LPG warning 

light • Standard, Triple, Hi-Lo and Quad uprights • Full range of lift heights available • High visibility “silent 

staging” uprights • Automatic engine shutdown protection • Two-pedal inch-brake system • High capacity 

cooling system • Auxiliary valve • Routine maintenance points are highly accessible • Isolated operator 

cell • Clark safety seat • Tilt steering wheel • Clark Information Center, full LED/digital display • Full access 

clamshell hood • Headlights - overhead guard mounted

STANDARD FEATURES
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C20/25/30/35STANDARD SPECIFICATIONS
Manufacturer’s Designation

Load Capacity / Rated Load

Height Overhead Guard

Width

Outside Turning Radius

Power Unit

Right Angle Stack
(Add Load Length and Clearance)

Travel Speed
Loaded & Unloaded

C35D

7000 (3300)

86.4 (2195)

51.8 (1315)

116.3 (2955)

97.6 (2480)

13.0 (21) / 13.4 (21.5)

Yanmar
59 (42.9) @ 2500

C30D

6000 (3000)

85.8 (2180)

48.7 (1237)

113.5 (2882)

94.7 (2405)

12.7 (20.5) / 13.3 (21.4)

Yanmar
59 (42.9) @ 2500

C25D

5000 (2500)

85.2 (2165)

48.2 (1225)

108.5 (2755)

90.6 (2300)

12.0 (19.3) / 12.7 (20.4)

Yanmar
59 (42.9) @ 2500

C20D

4000 (2000)

85.2 (2165)

48.2 (1225)

106.3 (2700)

88.4 (2245)

12.0 (19.3) / 12.7 (20.4)

Yanmar
59 (42.9) @ 2500

C35L

7000 (3300)

86.4 (2195)

51.8 (1315)

116.3 (2955)

97.6 (2480)

12.6 (20.3) / 13.3 (21.4)

Mitsubishi
47.5 (35.4) @ 2250

C30L

6000 (3000)

85.8 (2180)

48.7 (1237)

113.5 (2882)

94.7 (2405)

12.5 (20.1) / 13.2 (21.2)

Mitsubishi
47.5 (35.4) @ 2250

C20L

4000 (2000)

85.2 (2165)

48.2 (1225)

106.3 (2700)

88.4 (2245)

12.5 (20.1) / 12.5 (20.1)

Mitsubishi
47.5 (35.4) @ 2250

C25L

5000 (2500)

85.2 (2165)

48.2 (1225)

108.5 (2755)

90.6 (2300)

12.4 (20.0) / 12.4 (20.0)

Mitsubishi
47.5 (35.4) @ 2250


